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SECTION 5400 








SOLDERING IRONS 


A complete line of high quality soldering irons specifically: designed 
for production-line soldering 
communications industries—including irons for soldering miniature 
and subminiature components. Also ideally suited for intermittent 
operations such as repair, maintenance, laboratory work, and 


12 to 140 WATTS 


in the electronic, instrument, and 


electronic kit construction. Irons up to 1250 watts are available. 





PENLINE-120 SOLDERING IRONS — 120 VOLTS; 
25, 30, 40 AND 45 WATTS — UL LISTED 





Lowest cost G-E iron; ideally suited for light to medium 
production in electronics, communications, and _ allied 
industries, for repair and maintenance operations, and by 
the “do-it-yourself” electronics kit builder. 























List 

. Price 

Description Cat. No. Each¢ 

Handle and 6-foot Cordset 
Two-conductor 6D400 $3.00 
—j—— Three-conductor, with 

: NEMA standard plug 6D400G2 4.00 
Tip and Heater Units — Ironclad | . 

- 14" Chisel Tip 30 watts | 6D410 $4.70 

a 5.” Chisel Tip 30 watts | 6D411 4.80 

‘Sa ee 54." Chisel Tip 45 watts | 6D412 4.90 














Heater for Threaded Tips 


age Rn a 
25 watts 6D415 $4.00 

iG cman APES - 30 watts 6D414 4.00 

. 40 watts 6D413 4.00 


Use interchangeable threaded tips listed on next page. 


LIGHTWEIGHT SOLDERING IRONS — 120 VOLTS; 
| 40 AND 60 WATTS — UL LISTED 





Ideal for light and medium production-line soldering and 
maintenance and repair operations in electronics and com- 
munications industries. Tip and heater units can be changed 
in seconds. | 


a 











PISTOL-GRIP SOLDERING IRONS — 120 VOLTS; 
~ 40 AND 60 WATTS 






Maneuverable and comfortable, excellent 
for light to medium production. Unique 
design gives operator a clear view of the 
work. Complete versatility with choice of 
three 60-watt tip and heater assemblies; 
or 40- and 60-watt heater assemblies with 
20 different interchangeable ironclad or 
copper threaded tips. 


List 


Price 
Description Cat. No. Each 

Handle and cordset, three-wire 

with NEMA plug 6A303 $8.50 


Can be used with Lightweight tip and heater units, or with Lightweight 
heater units and interchangeable threaded tips Hsted on next page. 


MINIATURE SOLDERING IRONS — 6 VOLTS, 12 WATTS 









Ideal for production line 
soldering of sub-miniature 
equipment, printed circuits, 
and instruments. Weighs only 
14% ounces. Integral trans- 
former plugs into any stand- 
ard 115-volt outlet, makes iron 
portable for maintenance work. 


Complete Iron — Includes tip and heater unit, 6-foot cordset, and trans- 


| former with grounded plug. 























‘ %4"’ Chisel Ti 3” Shank | 6A428G3 $15.00 
Complete !ron— Includes handle and 6-foot cordset, and tip and os Chisel qi 6” Shank | 6A428G4 15.00 
EINGONOE ONT 2 a ip es 54” Pyramid Tip 3” Shank | 6A428G7 15.00 
4%,” Pyramid Tip 6” Shank ! 6A428G8 15.00 
%," Yronclad Chisel Tip 6A273 $14.20 eee : ; 
%." Ironclad Pyramid Tip | 6A283 . 14.20 eee — Includes tip and heater unit, and 
%.” Ironclad Chisel Tip 6A283G23 14.20 
%4" Chisel Tip 3” Shank | 6A428G5 $9.50 
= t t 
He esa ree ee ee ee 54” Chisel Tip 6” Shank | 6A428G6 9.50 
| Two-conductor| 6A273G62 $7.25 
—c— yp —_ cern 6A273G63 oe Renewal Tip and Heater Units 
a a %," Chisel Tip 3” Shank] 6A429G3___| $5.75 
Tip-and. Heater Units ——= 54" Chisel Tip 6” Shank | 6A429G4 5.75 
| Yq" Ironclad Chisel Tip | 6A300 $6.95 ———————-_ | ,” Pyramid Tip 3” Shank | 6A429G5 5.75 
= %6" Ironclad Pyramid Tip| 6A301_ 6.95 %a" Pyramid Tip 6” Shank | 6A429G6 5.75 
oj | %" Ironclad Chisel Tip | 6A301G4 6.95 | Handle and Cordset Only 
‘ 3 6-foot Cordset 
Heater Units for Threaded Tips © — with Terminals 6A428G62 | $4.90 
<i> 40 watts 6A304 $6.05 : 
Renewal Transformer — Includes — 6-foot integral cordset 
=i —<—$$—_o 60 watts 6A301G7 6.70 Sale Se 4 
. -volt Secondary 
Use interchangeable threaded tips listed on next page. LO. 115-volt Primary 6A430 $7.80 
._. $ Manufacturer’s suggested resale price. | 
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SECTION 5400 





MIDGET SOLDERING IRONS — 6 VOLTS; 
18 to 45 WATTS (with transformers) — UL LISTED 





A versatile iron for light production in electronics, and 
communication industries — handles like a pencil, weighs 
but 134 oz. Tip renewal is easy and fast — complete tip and 
heater unit can be changed in a few seconds. Heat output 





























ean be varied from 18 to 45 watts with standard G-E 
transformers. 
List 
Price 
Description Cat. No. Each} 
Handle and 6-foot cordset 
NG For single- and | 6A203 $3.65 
4-tap transformers 
For transformer 6A203G2 4.15 
: with 3-heat switch 
Tip and Heater Units — All ironclad tips 
wi—__O S| &%”" Chisel Tip 25 watts | 6A211 $4.05 
w——l_ 144” Cone Tip 25 watts | 6A213 4.05 
ke ——_——L_s 6” Pyramid Tip 25, watts | 6A215 4.05 
~o“————$—$—__ Ye" Chisel Tip 25 watts | 6A217 4.05 
ik———__o | 3%,” Chisel Tip 45 watts | 6A211G31 | 4.60 
Heater for Threaded Tips 
o———$— {jm | 25 watts | 6A221 | $4.05 
Transformers for Midget Iron — 115-volt Primary* 
Single Tap 
6.3-volt secondary 6A362G2 $6.90 
Four Tap 
5.4/5.7/6.0/6.3-volt 6A364G2 9.20 
secondary 
With Three-heat Switch 
4.9/6.3/6.9-volt 
secondary 6A434 19.80 


For use only with Handle 
and Cordset 6A203G2. 








* Single- and four-tap transformers are available with 240-volt primary in 
quantities of 36 _or more, specify catalog number desired and note on 
order, “except with 240-volt primary.’’ Use interchangeable threaded tips. 


MIGHTY MIDGET SOLDERING IRON — 12 VOLTS; 
100 WATTS 









A lightweight iron with high heat capacity for heavy 
soldering where larger irons, up to 200 watts, prove un- 
wieldy for rapid repetitive soldering, such as production 
soldering of tuner chassis, tinware, can seams, etc. 





Handle and Cordset — Two-conductor 























>—Cyp —_ 6A210G61 | $8.00 
Tip and Heater Unit 
CS 14” Ironclad Chisel Tip | 6A211G33 $4.50 
Transformer for Mighty Midget — 115-volt primary 
Four Tap — for 6A364G7 16.00 


55/70/85/100 watts 








GENERAL @@ ELECTRIC 


6A160 SERIES SOLDERING IRONS — 115 VOLTSS, 
75 TO 140 WATTS — UL LISTED 


Ideal for medium to heavy production, and maintenance .and 
repair operations. Available with any of 12 different tips, 
calorized or ironclad. 


Description 


75 Watts 
100 Watts 
110 Watts 
125 Watts 
140 Watts 


Tips — Fit all irons listed above 


Fig. 


A. 4%4”-Dia. Chisel 


B. %”-Dia. Chisel 


C. %4”-Dia. Chisel 
D. Cone 


E. Pointed Chisel 
F. Slim Chisel 


Calorized 
Ironclad 
Calorized 
Ironclad 
Calorized 


Ironclad 
Calorized 
Ironclad 
Ironclad 
Ironclad 


Tronclad 
Ironclad 


Ironclad 


Renewal Heater — 115 Volts§ 


—{____ 


A--|fe 
ar a 
aE = 
A B C D 
Veo Ke 1% 2% 
Yo Ko 1% 2% 
Yo Yo 2% 4 
so 4 2% 4 
ho V4 1% 24% 
Ye Me 1% 2% 
Yen = Ka 14% 2% 
Ye He 1% 2% 
Me \% 1 31% 
Me OMe "oe 2K 
Ye WY, 1 1% 
Y WY, 1 2% 
Me |e Ye 2 
75 Watts 
100 Watts 
110 Watts 
125 Watts 
140 Watts 


§ Also available for 230-volt operation. 
+ Manufacturer’s suggested resale price. 





6D1P12 


6DI1P19 


Cat. No. | 


Complete Iron Less Tip — Includes 6-foot two-conductor cordset 


6A161: 
6A162 


6A162G6 
6A162G3 
6A162G12 


pai fo =4 © 
ma Str “O 


A-| 


6D1P1 
6D1P2 
6D1P3 
6D1P4 
6D1P11 


6D1P8 
6D1P6 
6D1P7 


6D1P5 


6D1P9 
6D1P10 


INTERCHANGEABLE THREADED TIPS 
For Penline-120, Pistol-grip, Lightweight, and Midget Irons 











List 
Price 
Eacht 


$14.95 


14.95 


$1.05 
1.85 
1.75 
3.55 
2.20 


1.85 
1.05 
1.85 



































List 
Description | Price 
(Copper Tip, Surface Plating) Cat. No. Each} 
Spade Tips y¥,” Dia—Nickel 6D4P1 $0.50 
542” Dia—Ironclad 6D4P2 1.40 
Gps o 1%" Dia—Nickel | 6D4P3 0.50 
54,” Dia—Ironclad 6D4P4 1.40 
Ks” Dia—Nickel 6D4P5 0.50 
Chisel Tips ¥,” Dia—Ironclad 6D4P21 1.40 
3%” Dia—Ironclad 6D4P6 1.40 
¥%y” Dia—Nickel 6D4P7 0.50 
Se Ya” Dia—Ironclad 6D4P22 1.40 
3%” Dia—Ironclad 6D4P8 1.40 
x,” Dia—Nickel 6D4P9 0.50 
DP %" Dia—Ironclad 6D4P10 1.40 
[| o %»” Dia—Nickel 6D4P11 0.50 
%,” Dia—Ironclad 6D4P12 1.40 
Long Chisel Tips 
x," Dia—Nickel 6D4P13 0.55 
ie ease %" Dia—Ironclad 6D4P14 1.50 
opener Y_" Dia—Nickel 6D4P15 0.50 
| %" Dia—Ironclad 6D4P16 1.40 
© 1%," Dia—Nickel 6D4P17 0.50 
34” Dia—Ironclad 6D4P18 1.40 
Cone Tips 
1%” Dia—Nickel 6D4P19 0.50 
(—S © 5%” Dia—Ironclad 6D4P20 1.40 








Trade Discount Applies To List Prices Only 


The MASTER — 31st Edition @ Page 1349 


